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IN THE SPECIFICATION; 

Please add the following paragraph after the title: 

Cross Reference To Related Application 

[0001] This application is a national stage of 
PCT/EP2004/006025 filed June 4, 2004 and based upon DE 103 28 
769.8 filed June 25, 2003 under the International Convention. 

Please replace paragraph [0007] with the following amended 
paragraph : 

[0007] For the solution of this task, a mobile concrete pump 
is provided comprising at least five mast arms (1 to 7) which 
are pivotable relative to each other about horizontal pivot axes 
(B to G) is provided, wherein the respective first mast arm (1) 
is hinged to a mast block (22) so as to be pivotable about a 
horizontal pivot axis (A) , said mast block being rotatable about 
a vertical axis (20) , while the end of the last mast arm has no 
articulated joint, and wherein the mast arms can be folded in 
groups relative to each other in the manner of a Z-fold or a 
coil -type fold for transport purposes, characterized by a first 
Z-type folding group comprising the last three mast arms, a 
first coil-type folding group comprising the penultimate, third 
to last and fourth to last mast arms, and a second Z-type 
folding group comprising the third to last, fourth to last, and 
fifth to last mast arms and a mobile concrete pump comprising at 
least six mast arms (1 to 7) which are pivotable relative to 
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each other about horizontal pivot axes (B to G) is provided, 
wherein the respective first mast arm (1) is hinged to a mast 
block (22) so as to be pivot able about a horizontal pivot axis 
(A) , said mast block being rotatable aJpout a vertical axis (20) , 
while the end of the last mast arm has no articulated joint, and 
wherein the mast arms can be folded in groups relative to each 
other in the manner of a Z-fold or a coil-type fold for 
transport purposes, characterized by a first Z-type folding 
group comprising the last four mast arms, a first coil -type 
folding group comprising the third to last, fourth to last and 
fifth to last mast arms, and a second Z-type folding group 
comprised of the fourth to last, fifth to last and sixth to last 
mast arms tho combination of oharaotoriotioo oot forth in Claimo 
i — and — 4 — a9?e — provided . Advantageous embodiments and further 
developments of the invention can be seen from the dependent 
claims . 
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